TEE WYE CONNECTION (NEW MAINS)
SADDLE CONNECTION (EXISTING MAINS)

COMPACTED GRAVEL
VDOT NO. 68

LATERAL MATERIAL TO BE
PVC SDR-26 CAST IRON SOIL PIPE
OR DUCTILE IRON.

90° UNLESS
OTHERWISE SHOWN

GRANULAR MATERIAL
18" MIN. SQUARE

2"x2"x4" CONCRETE PAD AROUND
CLEANOUTS WHEN LOCATED IN
GRAVEL DRIVEWAYS

CLEANOUT
RISER

STREET RIGHT-OF-WAY OR
EXCLUSIVE EASEMENT LINE

WATERTIGHT PLUG

LATERAL MATERIAL ON PRIVATE PROPERTY TO
CONFORM TO THE VIRGINIA UNIFORM STATEWIDE
BUILDING CODE

PLAN VIEW
(4" CONNECTION SHOWN)

NOTES:

1. UNLESS OTHERWISE APPROVED BY THE DIRECTOR, NO SIX INCH LATERALS
   WILL BE PERMITTED TO CONNECT TO SEWER MAINS, EXCEPT BY INSTALLATION
   OF A MANHOLE.
2. WHERE SIDEWALK IS TO BE CONSTRUCTED, THE CLEANOUT SHALL
   BE BETWEEN THE SIDEWALK AND RIGHT-OF-WAY LINE.
3. SEE CHAPTER 4 AND PUBLIC UTILITIES PRODUCT MANUAL.

NOT TO SCALE

REVISIONS

<table>
<thead>
<tr>
<th>NO.</th>
<th>DATE</th>
<th>DESCRIPTION</th>
<th>INIT.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>9/22/04</td>
<td>2004 D/C SM UPDATE</td>
<td>SDG</td>
</tr>
<tr>
<td>2.</td>
<td>6/07/16</td>
<td>CONC. IN DRIVEWAYS</td>
<td>DHG</td>
</tr>
</tbody>
</table>